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§300.111

point where the gauge is stopped, when
using this gauge in accordance with
paragraph (c)(2) of this section.

(5) Determination of the mesh size of
the net will be the arithmetical mean
in millimeters of the measurements of
the total number of meshes selected
and measured as provided for in para-
graphs (c) (3) and (4) of this section, the
arithmetical mean being rounded up to
the next millimeter.

(6) Inspection procedure. (i) One series
of 20 meshes, selected in accordance
with paragraph (c)(3) of this section,
will be measured by inserting the
gauge manually without using a weight
or dynamometer. The mesh size of the
net will then be determined in accord-
ance with paragraph (c)(5) of this sec-
tion. If the calculation of the mesh size
shows that the mesh size does not ap-
pear to comply with the rules in force,
then two additional series of 20 meshes
selected in accordance with paragraph
(c)(3) of this section will be measured.
The mesh size will then be recalculated
in accordance with paragraph (c)(5) of
this section, taking into account the 60
meshes already measured; this recal-
culation will be the mesh size of the
net.

(i) If the captain of the vessel con-
tests the mesh size determined in ac-
cordance with paragraph (c)(6)(i) of
this section, such measurement will
not be considered for the determina-
tion of the mesh size and the net will
be remeasured.

(A) A weight or dynamometer at-
tached to the gauge will be used for re-
measurement. The choice of weight or
dynamometer is at the discretion of
the inspectors. The weight will be fixed
to the hole in the narrowest extremity
of the gauge using a hook. The dyna-
mometer may either be fixed to the
hole in the narrowest extremity of the
gauge or be applied at the largest ex-
tremity of the gauge.

(B) The accuracy of the weight or dy-
namometer must be certified by the ap-
propriate national authority.

(C) For nets of a mesh size of 35 mm
or less as determined in accordance
with paragraph (c)(6)(i) of this section,
a force of 19.61 newtons (equivalent to
a mass of 2 kg) will be applied, and for
other nets, a force of 49.03 newtons
(equivalent to a mass of 5 kg).
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(D) For the purposes of determining
the mesh size in accordance with para-
graph (c)(5) of this section, when using
a weight or dynamometer, one series of
20 meshes only will be measured.

§300.111 Framework for annual man-
agement measures.

(@) Introduction. New management
measures may be added and others
modified through publication of a regu-
latory action in the FEDERAL REG-
ISTER. The following framework proc-
ess authorizes the implementation of
measures that may affect the operation
of the commercial or exploratory fish-
eries, gear, area restrictions, or
changes in catch and/or effort.

(b) Preliminary notice. The Secretary
of State shall publish preliminary no-
tice in the FEDERAL REGISTER of the
management measures adopted by the
parties to the Convention.

(c) Procedure. At its annual meeting,
usually in October or November, the
Commission may recommend new
measures and that established meas-
ures be modified, removed, or re-insti-
tuted. After public notice of those rec-
ommendations by the Secretary of
State and opportunity for public com-
ment, and after considering the impact
of instituting the measures and any
public comment received by the Sec-
retary of State, the Assistant Adminis-
trator may implement the manage-
ment measures by notice in the FED-
ERAL REGISTER, with immediate force
and effect. The notification in the FED-
ERAL REGISTER will summarize new
management measures, and respond to
any public comments received by the
Secretary of State on the preliminary
notice.

(d) Types of management measures to be
frameworked. Management measures
that may be implemented by regu-
latory notice rather than by codified
regulation are those that generally will
not remain in effect for more than 12
months and include catch restrictions,
time and area closures, and gear re-
strictions.

§300.112 Harvesting permits.

(a) General. (1) Every vessel subject
to the jurisdiction of the United States
that attempts to reduce or reduces any
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